


Speci�cations are subject to change. Please see your
Global Cloud Fleet contact for more details.

EXTERNAL CONNECTORS

Power in (6-48VDC)
1-Wire technology (3*)
Digital input x4
Digital output x3
CAN 2.0B x1 (ISO-15765nor J1939)
RS-232
J1708

INTERNAL SENSORS

6-axis IMU
System temperature
Battery level

Multi-color LED, buzzer

USER INTERFACE

Secure boot
TLS/SSL

LOCAL AREA CONNECTIVITY

GPS (multi-constellation)
Assisted acquisition: 2s (via cloud)
Acquisition sensitivity: -160dBm (1*)
Tracking sensitivity: -162dBm (2*)

INTERNAL ANTENNAS

Cellular
GPS
Bluetooth

SECURITY

Speci�cations
GLOBAL CELLULAR TECHNOLOGY

CAT M1

2G

FDD B1/2/3/4/5/8/12/13/18/19/20/
26/28; TDD B39

GSM 850/900/1800/1900

CASE

DIMENSIONS

WEIGHT

HOUSING

151mm x 66mm x 25mm

147g

Industrial-grade polycarbonate 
(PC)
Ingress protection (IP): 4X

ENVIRONMENT

OPERATING TEMP
 

SHOCK & VIBRATION

On vehicle power: -40°C to 70°C
On battery power: -20°C to 60°C
Charging: 0°C to 45°C

RoHS, Reach, SAEJ1455 [thermal
shock (4*), humidity (5*), 
mechanical
vibration, mechanical shock,
electrostatic discharge]

POWER

POWER INPUT

BATTERY

6-48VDC

1.3Ah

CERTIFICATIONS

FCC, IC, CE, PTCRB, RCM 

(619) 768 2569   info@globalcloud�eet.com www.globalcloud�eet.com

(1*) (2*) Based on GPS chipset speci�cation
(3*) 1-Wire is a registered trademark of Maxim Integrated Products, Inc.
(4*) (5*) Inside operating temperature range
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